
Blow Head On/Off

MODEL NUMBERS:
2156A3903 (right-side)
2156A3904 (left-side)

• High speed poppet construction
• Constant repeatability
• Low-friction seat seals
• Non-lube
• Specialized low-wear body coating
  extends seal life
• Mold open/close option
• Built-in pressure boosters and
  kick-off function
• Customer base options
• Includes Kickoff function.  Available
  in right-side  or left-side version.
  (Right-side version shown.)

Red Lockout Handle
(Shown open)

Adapter Plate

1/4-18 NPT
To Vertiflow

1/4-18 NPT
Vertiflow Inlet Signal

1/4-18 NPT
Mold Pilot Signal

Welch Plug

2.6 (65)

4.6 (117)
6.0 (152)

5.8 (147)

4.3 (108)

3.1 (79)

3.9 (99)

0.8 (20)
1.8 (44)

3.0 (75)

STANDARD SPECIFICATIONS
Solenoids: Standard voltages 100-110 volts 50 Hz; 100-
120 volts 60 Hz; 110 volts d.c.
Power Consumption: 8 VA inrush, 6 VA holding on 50
or 60 Hz; 6 watts on d.c.
Flow Media: Filtered air.
Ambient Temperature: 0 to 300

o
F (-17 to 150

o
C).

Media Temperature: 0 to 300
o
F (-17 to 150

o
C).

Inlet Pressure: 30 to 150 psig (2 to 10 bar).

Dimensions - inches (mm) We reserve the right to make technical modifications.

SCHEMATIC – Please see page 2.
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SHUTOFF IN
VALVE BASE

PRESSURE 2
PRESSURE 1SHUTOFF IN

VALVE BASE

BLOW HEAD ON-OFF

MOLD OPEN BLOW HEAD OFF

KICKOFF VALVE
INTEGRAL TO BLOW
HEAD VALVE BASE

MOLD OPEN/CLOSE

OPTIONAL 3 WAY BALL
VALVE: USED DURING
SETUP IN SOME
APPLICATIONS.
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